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Standard specifications
The working height is 4,5 meters and a tree row width of 2,9 meters up to 5 meters 

Fitted standard with wide picking belts at the front of the machine for higher  
picking performance 
The modular version can be fitted with larger tyres for performance in muddy conditions 
(not possible for mountain version) 
Unique to this machine is the fully automatic bin changer developed together with Krolik
The XL is available with a fully electric drive which can be recharged by 230 volts. 
With 2 batteries, 8 to 12 hours working time can be achieved 
The hybrid version is available with a diesel generator. This allows the machine to be charged fully autono-
mously. Charging is done with an automatic start/stop system if the battery falls below a 20% level, but can 
also be switched on during breaks or after working hours 
The battery level is displayed with an indicator
The hydraulic cylinder of the platforms can be reversed to achieve a working height of 4,5 metres 
Joystick control is variable
A cruise control function can be activated for optimum travel speed after a bin change. 
The driving speed can also be controlled manually
The machine comes standard with 6 picking belts, with an option of 8 picking belts

Pluk-O-Trak XL 316

Pluk-O-Trak XL 316

HARVESTING MACHINE + WORKING PLATFORM

Options Pluk-O-Trak

Machine specifications

The main belt is removable,  
creating a working platform 
with working height of 4,5 
meter. This option is a stan-
dard design at no extra cost! 

Version Modular Mountain
Article code 3161100.00000 3161200.00000

Fully electric x x

Rear-wheel drive x x

Double front wheels (not driven) x x

Variabele speed with memory function x x

High/low gear, mechanically operated x x

Towbar empty bin trailer x x

Control Automatic Automatic

Control panels with push-buttons x x

Automatic steering (sensor steering) x x

Joystick steering and drive control x x

Buzzer signal when bin is full x x

Tilt alarm x x

Hydraulic steering x x

Bluetooth: wireless serviceportal x x

Drive Electric Electric

Automatic bin fill system with sensor x x

Electric-hydraulic bintable x x

Bin clamp x x

6 picking belts at choice x x

Detachable picking unit x x

Hydraulic work platforms rear (100 x 40) hydraulic hydraulic

Range: 4,5 meter height and 5,0 meter width in-out + high-low in-out + high-low

Front platforms (100 x 40) manual manual

Levelling system front x

Levelling system rear x

Automatic levelling x

€ 74.000,- € 84.625,-Price

Levelling

Platforms

Harvester

Conveyor belts

Drive

Control / Operation

Article code
1 8316990.00100 € 9.000,-
2 8316990.00200 € 1.120,-
3 8316990.00300 € 4.000,-
4 8316990.00400 € 3.000,-
5 8316990.00500 € 4.350,-
6 8320990.04100 € 415,-
7 POTJ-O-10101 € 385,-
8 POTJ-O-10201 € 1.225,-
9 POTJ-O-10301 € 690,-
10 POTJ-O-10501 € 250,-
11 POTJ-O-10701 € 180,-
12 POTJ-O-11201 € 1.570,-
13 POTJ-O-10901 € 575,-
14 POTJ-O-11501 € 5.850,-
15 POTJ-O-11601 € 6.930,-
16 POTJ-O-11701 € 4500,00
17 POTJ-O-11702 € 9000,00
18 POTJ-O-11703 € 4500,00
19 POTJ-O-11704 € 9000,00

Battery pack 1x internal
Battery pack 2x internal
Battery pack 1x external (changeable)
Battery pack 2x external (changeable)

Makita DAB+ Radio
M-Connect Basis Module
M-Connect Advanced Module

Filling set for plastic and wooden bins
Set of 2 rubber trays for pears
LED (work)  lighting

Four-wheel drive
Finger conveyor-belt for large apples
Step-over platform
Aluminium pre-sorting bin + bracket for buckets
Bin guiding system single

Diesel generator set with 1 battery
External battery charger 230V
Extra battery (standard 1)

Hydraulically operated front platforms

Description Price


